
Lenovo ThinkSmart 
Core Kits z Microsoft 
Teams Rooms
Lenovo ułatwia wprowadzanie inteligentniejszej technologii współpracy 
do sal konferencyjnych każdej wielkości dzięki nowym zestawom Lenovo 
ThinkSmart Core z oprogramowaniem Microsoft Teams Rooms.

Podstawowym elementem tych modularnych room zestawów jest 
Lenovo ThinkSmart Core, urządzenie komputerowe napędzane 
procesorami Intel® Core™ vPro™ 11. generacji z grafiką Intel® Iris® Xe,  
które optymalizuje pracę i współpracę. W Lenovo ThinkSmart Core 
wstępnie zainstalowano oprogramowanie Microsoft Teams Rooms, 
które pomaga pracownikom łączyć się, udostępniać dane i bezpiecznie 
współpracować bez względu na to, gdzie akurat przebywają. Oprócz 
rocznego dostępu do usług Smart Collaboration Professional Services 
Deploy and Maintain, Lenovo ThinkSmart Core oferuje również 
możliwość zdalnego zarządzania za pośrednictwem wstępnie 
zainstalowanego oprogramowania Lenovo ThinkSmart Manager.1

Zestawy Lenovo ThinkSmart Core oferują wiele opcji dostosowanych  
do różnych wymagań infrastrukturalnych i budżetowych.  
Do pomieszczeń z istniejącymi rozwiązaniami audio-wideo odpowiedni 
będzie zestaw Lenovo ThinkSmart Core + Controller, który obejmuje 
10,1-calowy kontroler dotykowy z wbudowanymi czujnikami  
na podczerwień. Użytkownicy, którzy szukają kompletnego rozwiązania 
w jednym pudełku, mogą wybrać zestaw Lenovo ThinkSmart Core Full 
Room Kit. Oprócz urządzenia Lenovo ThinkSmart Core i kontrolera, 
zestaw ten zawiera Lenovo ThinkSmart Cam – pierwszą kamerę Lenovo  
z funkcjami sztucznej inteligencji – oraz głośnik Lenovo ThinkSmart Bar  
z wbudowanymi mikrofonami, który zapewnia naturalny dźwięk  
w pomieszczeniach każdej wielkości.2

Procesor Intel® Core™ i5 vPro®  
i grafika Intel® Iris® Xe

1 Oprogramowanie Lenovo ThinkSmart Manager jest wstępnie instalowane we wszystkich urządzeniach Lenovo ThinkSmart 
Core. Lenovo ThinkSmart Manager oferuje dwa poziomy: podstawowy i premium. Poziom premium jest dostępny przez rok  
od zakupu urządzenia Lenovo ThinkSmart Core. Można kontynuować korzystanie z usługi za dodatkową opłatą. 
3 Zestaw Lenovo ThinkSmart Core Full Room Kit jest dostępny w wersjach z dołączonymi kapsułami mikrofonowymi  
do ThinkSmart Bar lub bez kapsuł.



Lenovo ThinkSmart Core + Controller  
z Microsoft Teams Rooms

Lenovo ThinkSmart Core Lenovo ThinkSmart Controller

ŁATWY WYBÓR

Jeśli chodzi o urządzenia do zarządzania room 
systemami, Lenovo ThinkSmart Core jest 
najlepszym wyborem, ponieważ oferuje mocny 
procesor Intel® Core™ vPro® 11. generacji z grafiką 
Intel® Iris® Xe, bezpieczny i niezawodny system 
operacyjny Windows 10 IoT Enterprise, porty 
obsługujące wiele akcesoriów audio i wideo 
oraz wbudowane rozwiązanie do zarządzania 
kablami. 

ŁATWE ZARZĄDZANIE

Zespoły IT mogą monitorować, kontrolować  
i diagnozować Lenovo ThinkSmart Core zdalnie 
z wykorzystaniem wstępnie zainstalowanego 
oprogramowania Lenovo ThinkSmart Manager.1 
Ponadto Lenovo ThinkSmart Core jest 
sprzedawany w pakiecie z usługami Smart 
Collaboration Professional Services Deploy  
and Maintain, które zapewniają spersonalizowane 
wsparcie podczas instalacji oraz bieżącej 
konserwacji.

GODNY ZAUFANIA

Wbudowane zabezpieczenia Lenovo ThinkShield 
oraz Microsoftu stanowią dwie dodatkowe 
warstwy ochrony ponad platformą Intel vPro®, 
która oferuje najbardziej kompleksowe, 
sprzętowe mechanizmy bezpieczeństwa 
dla biznesu. 

ŁATWE UDOSTĘPNIANIE

10,1-calowy, 10-punktowy ekran dotykowy 
pozwala użytkownikom łatwo inicjować 
i kontrolować spotkania, udostępniać treści, 
komunikować się i współpracować.

ŁATWA OBSŁUGA

Lenovo ThinkSmart Controller oferuje znajomy 
interfejs Microsoft Teams Rooms, co ułatwia 
personelowi biurowemu współpracę z kolegami 
pracującymi zdalnie. 

DOBRA WIDOCZNOŚĆ

Zdalna współpraca jest łatwiejsza dzięki 
ekranowi o proporcjach 16:10 i rozdzielczości 
1280 × 800. Obrazu nie przesłaniają też 
żadne smugi, ponieważ ekran kontrolera jest 
wyposażony w odporną na odciski palców 
powłokę przeciwodblaskową.

Lenovo ThinkSmart Manager

Ta specjalna konsola administracyjna 
pozwala zespołom IT wdrażać, monitorować 
i diagnozować całą flotę urządzeń Lenovo 
ThinkSmart z jednego miejsca.

•	 Używaj jednej konsoli do zdalnego wdrażania, 
zarządzania, konfigurowania, aktualizowania 
oraz rozwiązywania problemów.

•	 Sprawdzaj aktualizowany w czasie 
rzeczywistym stan urządzenia i otrzymuj 
przejrzyste listy problemów.

•	 Wykonuj działania na wielu urządzeniach 
jednocześnie dzięki opcji „zastosuj wszystkie”.

•	 Generuj raporty, aby śledzić problemy 
z urządzeniami i bieżące trendy.

•	 Wykorzystaj rozszerzone opcje 
bezpieczeństwa.

1 Oprogramowanie Lenovo ThinkSmart Manager jest wstępnie 
instalowane we wszystkich urządzeniach Lenovo ThinkSmart Core. 
Lenovo ThinkSmart Manager oferuje dwa poziomy: podstawowy 
i premium. Poziom premium jest dostępny przez rok od zakupu 
urządzenia Lenovo ThinkSmart Core. Można kontynuować korzystanie 
z usługi za dodatkową opłatą.



Lenovo ThinkSmart Core Full Room  
Kit z Microsoft Teams Rooms
Zawiera Lenovo ThinkSmart Core + Controller

OBRAZ WIERNY RZECZYWISTOŚCI

Szerokie pole widzenia w połączeniu z wysoką 
rozdzielczością i szybkością rejestrowania klatek 
eliminuje rozpraszające uwagę opóźnienia 
i zniekształcenia. Lenovo ThinkSmart Cam 
zapewania też wyższy kontrast, żywe barwy 
oraz jaśniejszy obraz w słabiej oświetlonych 
pomieszczeniach.

SKORA DO NAUKI

Pierwsza kamera Lenovo z wbudowaną 
sztuczną inteligencją śledzi konwersację 
i zachęca do interaktywności oraz zwiększa 
produktywność spotkań dzięki takim 
funkcjom2, jak śledzenie aktywnego mówcy 
i rozpoznawanie tablicy.

PASUJE WSZĘDZIE

Od kompaktowej, lekkiej konstrukcji do 
certyfikowanej kompatybilności z Microsoft 
Teams Rooms, kamera Lenovo ThinkSmart Cam 
pasuje do każdego środowiska. Można ustawić 
ją na blacie stołu albo zamontować na ścianie 
lub telewizorze.

ŁATWE ZARZĄDZANIE

Po zintegrowaniu z oprogramowaniem 
Lenovo ThinkSmart Manager3 kamerą Lenovo 
ThinkSmart Cam można centralnie zarządzać, 
aby dostosować ją do wymagań użytkowników 
lub konkretnego pomieszczenia.

WSŁUCHAJ SIĘ

Dzięki głośnikom stereo, czterem wbudowanym 
mikrofonom4 o szerokim, 180-stopniowym polu 
odbioru oraz zintegrowanemu procesorowi 
DSP do tłumienia szumów, urządzenie Lenovo 
ThinkSmart Bar zapewnia wyjątkową jakość  
i naturalną klarowność dźwięku. 

DUŻA SKALOWALNOŚĆ

Zasięg głośnika i wbudowanych mikrofonów 
wynosi 8,5 metra, więc Lenovo ThinkSmart Bar 
sprawdza się w szerokiej gamie pomieszczeń, 
od małych pokojów zebrań do sal posiedzeń 
zarządu.4

PROSTA INSTALACJA

Lenovo ThinkSmart Bar ma certyfikat zgodności 
z Microsoft Teams Rooms i można ustawić 
go na stole albo zamontować na ścianie 
lub telewizorze.

ŁATWE ZARZĄDZANIE

Po zintegrowaniu z oprogramowaniem Lenovo 
ThinkSmart Manager3 głośnikiem Lenovo 
ThinkSmart Bar można centralnie zarządzać, 
aby dostosować go do wymagań użytkowników 
lub konkretnego pomieszczenia.

Opcjonalne usługi Smart 
Collaboration Professional 
Services

OCENA
Lenovo pomoże Ci zidentyfikować wszelkie 
problemy, które mogłyby utrudnić wdrożenie, 
dostarczając szczegółowe zestawienie 
potencjalnych sygnałów ostrzegawczych 
oraz końcowy raport.

PROJEKT
Lenovo oceni i sklasyfikuje Twoje przestrzenie 
do spotkań według infrastruktury i potrzeb, aby 
zdefiniować „standard pomieszczenia” z zalecanym 
sprzętem, oprogramowaniem i usługami.

WDROŻENIE5

Od wdrożenia do instalacji i integracji, Lenovo 
zadba o to, aby urządzenia Lenovo ThinkSmart 
funkcjonowały optymalnie w Twoim środowisku 
biurowym.

UTRZYMANIE5

Nasze zrozumiałe poradniki, zdalne kontrole 
i bieżące wsparcie w zakresie poprawek oraz 
aktualizacji zabezpieczeń pozwalają bezstresowo 
modernizować i wymieniać urządzenia.

SZKOLENIA
Lenovo pomoże przeszkolić wszystkich 
użytkowników – zespoły wsparcia IT i audio-wideo, 
użytkowników końcowych i kadrę kierowniczą –  
w zakresie optymalnego wykorzystania nowej 
technologii.

WSPARCIE U KLIENTA
Lenovo zapewni wsparcie dedykowanego 
specjalisty, który zajmie się fizycznym ustawieniem, 
instalacją, konfiguracją i diagnostyką urządzeń 
w siedzibie klienta.

2 Funkcjami sztucznej inteligencji steruje się za pośrednictwem rozwiązania 
Lenovo ThinkSmart Manager, które jest dostępne przy zakupie Lenovo 
ThinkSmart Core. Rozpoznawanie tablicy będzie dostępne z chwilą wejścia 
kamery do sprzedaży. Zliczanie osób będzie dostępne wiosną 2021 r. (v2.0) w 
oprogramowaniu Lenovo ThinkSmart Manager.
3 Oprogramowanie Lenovo ThinkSmart Manager jest wstępnie instalowane 
we wszystkich urządzeniach Lenovo ThinkSmart Core. Lenovo ThinkSmart 
Manager oferuje dwa poziomy: podstawowy i premium. Poziom premium jest 
dostępny przez rok od zakupu urządzenia Lenovo ThinkSmart Core. Można 
kontynuować korzystanie z usługi za dodatkową opłatą. 
4 Zestaw Lenovo ThinkSmart Core Full Room Kit jest dostępny w wersjach 
z dodatkowymi kapsułami mikrofonowymi do Lenovo ThinkSmart Bar lub bez 
kapsuł.
5 Urządzenie Lenovo ThinkSmart Core jest sprzedawane z rocznym dostępem 
do usług Smart Collaboration Professional Services Deploy and Maintain. 

Lenovo ThinkSmart Cam Lenovo ThinkSmart Bar
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Sprawdź nasze modularne 
rozwiązania do współpracy na 
stronie Lenovo.com/ThinkSmart

Lenovo ThinkSmart Core 

wydajność
PROCESOR

Intel® Core™ i5-1145G7E IoTG vPro®

SYSTEM OPERACYJNY

Windows 10 IoT Enterprise SAC

PAMIĘĆ OPERACYJNA

8 GB (dwukanałowa) DDR4 3200 MHz

PAMIĘĆ MASOWA

256 GB PCIe TLC SSD

GRAFIKA

Intel® Iris® Xe 

bezpieczeństwo
TPM 2.0
Gniazdo na blokadę Kensington™ MiniSaver
Zintegrowane zarządzanie kablami

łączność
1 × wejście HDMI
2 × wyjście HDMI
1 × RJ45 Gigabit Ethernet
2 × USB-A 3.2 Gen 2
1 × USB-A 3.2 Gen 1
1 × USB-C 3.2 Gen 2
1 × USB-C 3.2 Gen 1 dla ThinkSmart Controller
1 × standardowy zasilacz Think

WIFI

WLAN 802.11 AC (2×2)
Bluetooth® Low Energy (LE) 5.0

konstrukcja
WYMIARY (S × D × W)

226 × 200 × 37,5 mm
8,90 × 7,87 × 1,48 cala

WAGA

1,12 kg / 2,47 lb

zarządzanie
Lenovo ThinkSmart Manager

gwarancja 
3-letnia gwarancja z Premier Support

ThinkSmart Controller

konstrukcja
EKRAN

10-punktowy ekran dotykowy (rozdzielczość 
1280 × 800, < 340 nitów) o przekątnej 10,1 cala 
i proporcjach 16:10, możliwość obrotu o 30 i 60 
stopni, przeciwodblaskowy i odporny na odciski 
palców

ŁĄCZNOŚĆ

1 × USB-C 2.0
1 × słuchawki 3,5 mm 

bezpieczeństwo
Gniazdo na blokadę Kensington™ MiniSaver

zarządzanie
Lenovo ThinkSmart Manager

gwarancja 
3-letnia gwarancja z Premier Support

Lenovo ThinkSmart Core + Controller – specyfikacja produktu

Procesor Intel® Core™ i5 vPro®  
i grafika Intel® Iris® Xe



Kamery Rally, wyposażona w 
zaawansowaną optykę i przełomowe 
technologie, jest niezrównana pod 
względem działania, wyjątkowej 
wszechstronności i łatwości użytkowania.

W kamerze Rally zastosowano światowej 
klasy optykę firmy Logitech i czujnik 
obrazu 4K z wyjątkowo cichymi funkcjami 
mechanicznego przesuwania i pochylania 
oraz najwyższej klasy materiały, dzięki 
którym komponuje się z każdym 
otoczeniem. Dzięki bardzo ostremu 
powiększaniu HD 15×, ekspansywnemu 
polu widzenia (kąt 90°) i niesamowitej 

jakości obrazu kamera Rally rejestruje 
wyraźnie każdą osobę w pomieszczeniu.

Sterowanie kamerą Logitech RightSight™* 
automatycznie przesuwa i reguluje 
obiektyw, aby zmieścić w kadrze 
uczestników spotkania w w różnej 
wielkości salach, a technologia Logitech 
RightLight™ optymalizuje w tym czasie 
balans światła, aby wyróżnić twarze i 
wyrenderować naturalnie wyglądające 
odcienie barwy skóry, nawet przy 
słabym oświetleniu lub kontrastowym 
podświetleniu.

Kamera Rally oferuje różne opcje 
mocowania i okablowania, ułatwiające 
montaż i umożliwiające bezproblemową 
integrację z istniejącą infrastrukturą 
audio. Połączenie USB typu „plug and 
play” zapewnia dodatkowo zgodność z 
każdą powszechnie stosowaną platformą 
programową wideokonferencji, bez 
konieczności stosowania dodatkowego 
oprogramowania.

Kamera Logitech Rally

LEPSZY OBRAZ.
LEPSZE SPOTKANIA.
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*  Informacje o dostępności — 

patrz „Dodatkowe oprogramowanie”.

www.logitech.com/rallycamera

Data aktualizacji: styczeń 2019 r.

Logitech Europe S.A., EPFL – Quartier de l’Innovation
CH-1015 Lozanna

1  Pole widzenia jest mierzone po przekątnej. 
Wymiary poziome i pionowe znajdują się w witrynie 
www.logitech.com.

OPROGRAMOWANIE DO POBRANIA

Wymagane oprogramowanie: brak
Dostęp do opcji zaawansowanych zapewnia 
opcjonalna aplikacja do zarządzania ustawieniami 
kamery:
http://support.logitech.com/downloads

ZAWARTOŚĆ OPAKOWANIA

Kamera Rally
Pilot
Kabel USB 3.0 Type-C
Zasilacz z wtyczkami regionalnymi
Rozdzielacz zasilania i etui
Uchwyt kamery i sprzęt do montażu
Dokumentacja

GWARANCJA

Dwuletnia, ograniczona gwarancja na sprzęt

DANE TECHNICZNE

Nr katalogowy w krajach EMEA: 960-001227
Kod EAN: 5099206079533

Kamera
System obrazowania Ultra HD obsługuje:
 ·  Rozdzielczości 4K, 1440p, 1080p, 900p, 720p i 

większość rozdzielczości SD przy 30 klatkach na 
sekundę

 ·  Rozdzielczości 1080p i 720p przy 30 i 60 
klatkach na sekundę

Płynne przesuwanie, pochylanie i powiększanie z 
użyciem silnika
Przesuwanie: +50° / ±90°
Przechylanie: +50° / -90°
Powiększanie HD 15×
Pole widzenia 90° po przekątnej1

Automatyczne ustawianie ostrości
3 ustawienia wstępne kamery
Gniazdo zabezpieczeń Kensington
Wskaźnik LED wyciszenia/wyłączenia wyciszenia
Standardowy gwint do montażu statywu

Technologie RightSense™
RightLight z szerokim zakresem dynamiki (WDR)
Automatyczne sterowanie kamerą RightSight

Pilot
Pilot RF (możliwość korzystania poza polem widzenia)
Bateria CR2032 (w zestawie)

Zasilanie
Zasilacz z wtyczkami regionalnymi
Kabel zasilający (3 m)

Uchwyt
Montaż na ścianie z możliwością odwracania z 
rozdzielaczem zasilania i regulacją długości kabla

ZGODNOŚĆ

Zgodność z praktycznie każdą opartą na chmurze 
aplikacją do wideokonferencji dzięki technologiom 
UVC/plug-and-play

Certyfi kat programu Skype® dla fi rm i gotowość do 
użycia z programem Teams

Zgodność z rozwiązaniami fi rmy Cisco®

Zgodność z rozwiązaniami Google® Hangouts Meet, 
BlueJeans, BroadSoft, GoToMeeting™, Vidyo i innymi 
aplikacjami do wideokonferencji, nagrywania i 
nadawania, które obsługują kamery USB

ŁĄCZNOŚĆ

Port USB Type-C
Złącze MIPI
Gniazdo rozszerzeń

WYMAGANIA SYSTEMOWE

Systemy operacyjne
Windows® 7, Windows 8.1 lub Windows 10
Mac OS X® 10.10 lub nowszy
Chrome OS

Rozdzielczości wyższe niż 1080p:
Windows 8.1 lub nowszy albo Mac OS 10.10 lub nowszy
Port USB 3.0 i kabel Type-C
Zgodne oprogramowanie

DODATKOWE OPROGRAMOWANIE

* Automatyczne sterowanie kamerą RightSight
Dostępność w przyszłości: technologia RightSight 
zostanie włączona poprzez pobranie oprogramowania 
ze wstępnym wsparciem dla systemu Windows 10.

Informacje na temat dostępności i obsługi systemów 
operacyjnych są dostępne pod adresem 
www.logitech.com/rallycamera.

WYMIARY PRODUKTU

Kamera Rally
Wysokość × szerokość × głębokość:
182,5 mm × 152 mm × 152 mm

Wspornik montażowy kamery Rally
Wysokość × szerokość × głębokość:
88 mm × 110 mm × 170 mm

Rozdzielacz zasilania kamery Rally
Wysokość × szerokość × głębokość:
21,4 mm × 81 mm × 60,5 mm

Kabel USB 3.0
2,2 m

Kabel zasilacza
3 m

FUNKCJE I ZALETY

Samodzielna kamera wideo PTZ z najwyższej 
półki
Idealna do profesjonalnego nagrywania fi lmów 
w salach spotkań o dowolnej wielkości, od sal 
konferencyjnych po obiekty szkoleniowe, sale 
posiedzeń i sale wykładowe.

Jakość wideo nawet Ultra HD 4K z szybkością 30 
klatek na sekundę
Kamera Rally zapewnia rozdzielczości HD i Ultra 
HD z niezwykle ostrym obrazem, świetnym 
odwzorowaniem kolorów i wyjątkową wiernością 
optyczną.

Technologia sterowania kamerą Logitech 
RightSight™
Automatycznie przesuwa i reguluje obiektyw, aby 
zmieścić w kadrze uczestników spotkania w salach o 
różnych kształtach i rozmiarach*. Ciesz się wygodą 
automatycznego sterowania lub przejmij kontrolę: 
uczestnicy zawsze są w kadrze i są optymalnie 
wyświetlani na ekranie.

Technologia Logitech RightLight™
Zarówno przy słabym świetle, jak i w jasnym blasku 
słońca lub przy oświetleniu z tyłu, technologia 
RightLight z szerokim zakresem dynamiki (WDR) 
optymalizuje balans światła i nadaje twarzom 
priorytet nad przedmiotami i powierzchniami w celu 
renderowania naturalnie wyglądających odcieni barw 
skóry.

Możliwość uaktualniania oprogramowania 
układowego
Narzędzie oprogramowania układowego ułatwia 
stosowanie najnowszych funkcji i udoskonaleń.

Pole widzenia 90° po przekątnej1 z przesuwaniem 
i przechylaniem
Szerokie pole widzenia 90° po przekątnej1 zapewnia 
panoramiczny, wolny od zniekształceń widok 
spotkania. Ulepszony, cichy silnik PTZ zapewnia 
płynne przełączanie między ustawieniami wstępnymi.

Najwyższej klasy szklany obiektyw 
zaprojektowany przez fi rmę Logitech
Duży, zbierający światło obiektyw spełnia najwyższe 
normy optyczne i zapewnia wyjątkową ostrość, 
kolory, szybkość i rozdzielczość.

Automatyczne ustawianie ostrości
Automatycznie gwarantuje doskonałą ostrość osób 
i obiektów w każdym miejscu, na które skierowano 
kamerę.

Pilot radiowy
Steruj kamerą Rally z dowolnego miejsca w 
pomieszczeniu, bez konieczności kierowania pilota 
wprost na kamerę.

3 ustawienia wstępne kamery
Zdefi niuj maksymalnie trzy wstępnie określone 
lokalizacje (ustawienia wstępne 1, 2 i położenie 
początkowe) i przełączaj się między nimi przyciskiem 
na pilocie.

Połączenie USB typu „plug and play”
Kamerę można łatwo podłączyć do komputera PC 
lub Mac® albo urządzenia Chrome™ bez konieczności 
instalowania dodatkowego oprogramowania.

Obsługa większości aplikacji do wideokonferencji
Kamera jest zgodna z praktycznie dowolną aplikacją 
do obsługi wideokonferencji — łącznie z już używanym 
przez Ciebie oprogramowaniem.

Wiele możliwości montażu
Kamerę Rally można postawić na stole lub 
zamocować na ścianie za pomocą sprzętu zawartego 
w zestawie. Dostępny jest opcjonalny uchwyt VESA, 
umożliwiający montaż nad lub pod monitorem. 
Kamera Rally ma standardowy gwint do montażu 
statywu, co jeszcze bardziej zwiększa elastyczność 
montażu.

Montaż do góry nogami
Kamera Rally wykrywa, gdy jest odwrócona do góry 
nogami i automatycznie koryguje orientację obrazu i 
elementy sterujące.

Powiększanie bezstratne HD 15x
Szerokie powiększenie lub wyzerowanie w celu 
wyraźnego wyświetlania osób, przedmiotów, 
zawartości tablicy i innych szczegółów — nawet z 
końca sali.

Gniazdo zabezpieczeń Kensington®

Gniazdo zabezpieczeń umożliwia zabezpieczenie 
kamery blokadą przeciwkradzieżową.

© 2019 Logitech. Logitech, logo Logitech i inne znaki 
firmy Logitech są własnością firmy Logitech i mogą 
być zastrzeżone. Wszystkie inne znaki towarowe są 
własnością odpowiednich firm. Firma Logitech nie bierze 
na siebie odpowiedzialności za błędy, które mogą się 
znaleźć w niniejszej publikacji. Podane w niej informacje o 
produkcie, cenach i funkcjach mogą zostać zmienione bez 
uprzedniego powiadomienia.
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P300

Specifications
General

Input (2) 3-pin block connector (Active Balanced)

Output (2) 3-pin block connector (Impedance Balanced)

Mobile (1) TRRS 3.5 mm (1/8")

USB Connections
(1) USB 2.0, Type B

Single port carries 2 input and 2 output channels (Summed mono)

Network Connections (Dante Digital Audio)
(1) RJ45

10 Dante Inputs , 8 Dante Outputs

Polarity
Non-inverting, any input to any output

Power Requirements
802.3 at Type 2 (PoE Plus), Class 4

Power Consumption
17.5 W, maximum

Weight
1710  g (3.8 lbs)

Dimensions
H x W x D

4 x 21 x 22.6 cm (1.6 x 8.3 x 8.9 in.)

Control Software
Shure Designer

Operating Temperature Range
−6.7°C (20°F) to 50°C (122°F)

Storage Temperature Range
−29°C (-20°F) to 74°C (165°F)
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Thermal Power Dissipation
Maximum 17.5 W (60 BTU/hr)

typical 14.6 W (50 BTU/hr)

Audio

Frequency Response
+1, -1.5  dB

20 to 20,000 Hz

Dante Digital Audio
Sampling Rate 48 kHz

Bit Depth 24

USB Audio
Sampling Rate 48 kHz

Bit Depth 16, 24

Latency
Does not include Dante latency

Firmware 4.1 and newer

Dante 1-8 in to Dante out (AEC enabled) 15.4 ms

Dante 1-8 in to Dante out (AEC disabled) 8.7 ms

Dante 9-10 in to Dante out 3.4 ms

Analog in to Analog out 3.8 ms

Firmware 3.1 and older

Dante 1-8 in to Dante out (AEC enabled) 12.5 ms

Dante 1-8 in to Dante out (AEC disabled) 5.8 ms

Dante 9-10 in to Dante out 1.8 ms

Analog in to Analog out 2.2 ms

Analog Connections (Block Connectors)

Dynamic Range
20 Hz to 20 kHz, A-weighted, typical

Analog-to-Dante 113 dB

Dante-to-Analog 117 dB

Equivalent Input Noise
20 Hz to 20 kHz, A-weighted, input terminated with 150Ω

Line -86 dBV

Aux -98 dBV
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Total Harmonic Distortion
@ 1 kHz, 0 dBV Input, 0 dB analog gain

<0.05%

Common Mode Rejection Ratio
150Ω balanced source @ 1 kHz

>50 dB

Input Impedance
9.6 kΩ

Input Clipping Level
Line +27 dBV

Aux +15 dBV

Output Impedance
80 Ω

Output Clipping Level
Line +20 dBV

Aux +0 dBV

Mic -26 dBV

Mobile Connection (3.5 mm Connector)

Pin Assignments
Tip Audio Input (Left)

Ring 1 Audio Input (Right )

Ring 2 Ground

Sleeve Audio Output (To Phone)

Dynamic Range
20 Hz to 20 kHz, A-weighted, typical

Analog-to-Dante 99 dB

Dante-to-Analog 90 dB

Equivalent Input Noise
20 Hz to 20 kHz, A-weighted, input terminated with 20Ω

-95 dBV

Total Harmonic Distortion
@ 1 kHz, 0 dBV Input, 0 dB analog gain

<0.05%
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Input Impedance
3.7 kΩ

Input Clipping Level
+4 dBV

Output Impedance
1.4 kΩ

Output Clipping Level
Output terminated with 2.2 kΩ

-20 dBV

Networking

Cable Requirements
Cat 5e or higher (shielded cable recommended)
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PREMIUM AUDIO  
FOR AV CONFERENCING
MICROFLEX® ADVANCETM



AV conferencing has become an essential tool for communication. But it’s 
easy to forget that the most important content is often carried by the audio, 
not the video. If the video fails, the meeting can go on; but if the audio fails, 
the meeting is over. 

Poor audio inhibits productivity and fatigues meeting participants. Superior 
audio can transform your meetings from an exhausting struggle into a forum 
that supports creativity and productive teamwork. 

ADVANTAGES

WHY CHOOSE 
SHURE? 
Shure is uniquely positioned as a leading audio 
equipment manufacturer serving corporate, 
education, government, broadcast/TV/film, and 
independent content creators. By choosing  
Shure, you will enjoy a range of benefits: 

Nearly 100-year heritage of technical 
leadership in high-quality audio, acoustics, 
wireless, DSP, software, and audio 
networking technologies. 

Broad product selection that can be 
customized to meet the needs of any user, 
space, or application – from simple to 
complex, small to large. 

Compatibility and certification with leading 
software and hardware collaboration 
platforms; compliance with international 
regulatory standards. 

Award-winning global support 
infrastructure. 



ADVANTAGES

SUPERIOR PERFORMANCE. 
UNMATCHED AESTHETICS.
Since their introduction, Microflex® Advance™ Networked Array Microphones have been the premier 
choice for audio in the most challenging environments. They capture voice naturally, fit harmoniously  
with the room’s appearance, and make it effortless to connect people for the world's leading enterprises. 
The industry-leading Microflex Advance microphones have revolutionized versatile and elegant  
AV conferencing solutions that discreetly and precisely capture every word. 

ADVANTAGES

MXA920 CEILING ARRAY 

MXA310 TABLE ARRAY

MXA710 LINEAR ARRAY

MXA902 INTEGRATED CONFERENCING CEILING ARRAY

MXA901 CONFERENCING CEILING ARRAY

MXA ARRAY TECHNOLOGY 
Microflex Advance networked array microphones rely on a suite of advanced technologies  

to deliver accurate audio in any environment. 

PRECISE COVERAGE POWERFUL DSP FLEXIBLE NETWORKING 

Controlling which sounds are picked 
up is the foundation of good audio. 
The MXA901 and MXA902 feature 
Automatic CoverageTM technology. 
The MXA 710 and MXA310 feature 
Steerable CoverageTM technology.  
The MXA920 includes both Automatic 
and Steerable Coverage technology.

Single-Zone Automatic CoverageTM 
technology captures everyone within 
a defined seating area and provides a 
single audio output mix.

Digital signal processing blends 
microphone signals into a 
harmonious mix. The MXA920, 
MXA902, MXA901, and MXA710 
feature IntelliMix DSP that controls 
levels and eliminates noise and 
echo. The MXA310 includes 
automatic mixing and per-channel 
EQ for improved clarity. 

Multi-Zone Automatic CoverageTM 
technology allows you to define up 
to 8 distinct coverage zones, like 
seating areas, a podium, and white 
board, and provides a single audio 
output mix.

Digital audio, power, and control 
data use Dante or AES67 to coexist 
on the same network as enterprise 
applications. Command strings 
enable integration with third-party 
systems for camera tracking or 
room control. 

Steerable CoverageTM technology 
lets you configure up to 8 pickup 
lobes with individual audio outputs. 
This is ideal for applications like 
voice lift that require multiple 
microphone and loudspeaker zones.



COVERAGE WHERE YOU WANT IT SEAMLESS INTEGRATION FITS YOUR ROOM DESIGN READY FOR ANYTHING

Multi-zone Automatic CoverageTM 
technology captures up to a 30 x 30 
foot (9 x 9 m) area automatically for 
great sound out of the box.  

Next-generation array architecture 
delivers more directional pickup at 
low frequencies for more natural 
sounding voice. 

Square or round form factors suit 
your interior design. Choose white, 
black, or aluminum finish (square 
available in white only), or paint to 
match room aesthetics. 

Camera Tracking 
Precise talker localization reports the 
position of simultaneous talkers for 
more accurate camera tracking.

You can also place coverage areas 
in specific locations to limit audio 
capture to seating areas, a podium, 
or whiteboard. 

Onboard IntelliMix DSP with 
automatic mixing, echo cancellation, 
noise reduction, and automatic gain 
control provides a pristine audio 
mix. 

Versatile hardware options support 
in-ceiling, on-ceiling, pole, or wire-
rope mounting.  

Voice Lift 
Highly directional pickup allows 
audience members across the room to 
interact without the need for  
roving microphones.

Sound Reinforcement 
Precise coverage control enables 
presenters to be amplified without 
lavalier or gooseneck microphones.

MXA920 CEILING ARRAY MICROPHONE

CEILING ARRAY MICROPHONE

The MXA920 is the premier ceiling array microphone for contemporary meeting spaces. Multi-zone Automatic 
CoverageTM technology covers up to a 30 x 30 ft (9 x 9 m) area automatically, or place coverage in specific areas for 
more precise control of audio capture. With next generation array architecture for enhanced directional pickup and 
more natural speech, the MXA920 is even easier to use and faster to deploy than the MXA910 for AV conferencing, 
camera tracking, voice lift, or sound reinforcement. 

NOW, PRISTINE AUDIO IS AUTOMATIC. 

CEILING ARRAY MICROPHONE

AVAILABLE MODELS

MXA920AL-R  Round Ceiling Array Microphone, 25-inch (aluminum)

MXA920B-R Round Ceiling Array Microphone, 25-inch (black)

MXA920W-R Round Ceiling Array Microphone, 25-inch (white)

MXA920W-S Square Ceiling Array Microphone, 24-inch (white)

MXA920W-S-60CM Square Ceiling Array Microphone, 60 cm (white)

ACCESSORIES 

MXA-MUTE Network Mute Button Touch-sensitive mute button with programmable switch and LED can 
control one or multiple MXA microphones or DSP units 

A900-PM Pole Mounting Kit Allows MXA902/920 microphones to be suspended using threaded rod or 
NPT pole 

A900-GM Gripple Mounting Kit Allows MXA902/920 microphones to be suspended from the ceiling using 
Gripple fittings 

A910-HCM Hard Ceiling Mount Allows MXA902/MXA920-S to be mounted flush in a hard or drywall ceiling 

A910-JB Junction Box Adapter Allows MXA902/MXA920-S to be connected to wiring in electrical conduit 



ADVANCED ARRAY MICROPHONE INTEGRATED LOUDSPEAKER INTELLIMIX DSP

Single-Zone Automatic Coverage 
technology captures every 
talker in a 20 x 20 foot (6 x 6 
m) area automatically with no 
configuration required.

Wide-dispersion loudspeaker 
delivers clear, robust far-site audio 
that fills the room.

Industry-leading automatic mixing, 
acoustic echo cancellation, noise 
reduction, automatic gain control, 
and EQ provide an automix output 
with outstanding speech clarity.

Next-generation array 
architecture provides full-range 
speech capture and consistent 
directional performance even at 
lower frequencies.

With just PoE+ power it generates 
up to 86 dB SPL with no additional 
amplification required.

 

The loudspeaker signal is 
automatically assigned as the AEC 
reference so no additional signal 
routing is necessary.

 

INTEGRATED CONFERENCING CEILING ARRAY

The MXA902 is the first integrated ceiling array and loudspeaker for AV conferencing.  It delivers premium audio 
capture and reproduction in small to medium-sized meeting spaces – with just one device. The MXA902 combines an 
advanced array microphone with an integrated loudspeaker for natural sounding speech reproduction. Single-Zone 
Automatic Coverage™ technology captures every participant, a wide-dispersion loudspeaker delivers robust sound 
throughout the room, and onboard IntelliMix® DSP ensures echo- and noise-free audio.

THE FASTEST WAY TO BETTER SOUND.

INTEGRATED CONFERENCING CEILING ARRAY

AVAILABLE MODELS

MXA902W-S  Square Integrated Conferencing Array, 24-inch (white)

MXA902W-S-60CM  Square Integrated Conferencing Array, 60 cm (white)

ACCESSORIES 

MXA-MUTE Network Mute Button Touch-sensitive mute button with programmable switch and LED can 
control one or multiple MXA microphones or DSP units 

A900-CM Ceiling Mount Allows MXA902/920 ceiling array microphones to be attached directly to 
the ceiling

A900-PM Pole Mounting Kit Allows MXA902/920 microphones to be suspended using threaded rod or 
NPT pole 

A900-GM Gripple Mounting Kit Allows MXA902/920 microphones to be suspended from the ceiling using 
Gripple fittings 

A910-HCM Hard Ceiling Mount Allows MXA902/MXA920-S to be mounted flush in a hard or drywall ceiling 

A910-JB Junction Box Adapter Allows MXA902/MXA920-S to be connected to wiring in electrical conduit 

FITS YOUR ROOM DESIGN

Add MXA-MUTE buttons for 
convenient audio muting or use your 
room control system.

Compatible with the A900 family 
of mounting hardware options to 
support in-ceiling, on-ceiling, pole, or 
wire-rope mounting.

White finish is paintable to match 
your room aesthetics.

MXA902 INTEGRATED CONFERENCING CEILING ARRAY



COVER EVERYONE CANCEL THE CLUTTER SCALE IT UP

Single-Zone Automatic Coverage 
technology automatically captures 
every talker in a 20 by 20 foot (6 
by 6 m) area with no configuration 
required.

Industry-leading IntelliMix® DSP 
automatically aims microphone 
coverage at talkers and removes 
echo and room noise.

Add the IntelliMix P300 or 
IntelliMix Room DSP to connect 
multiple MXA901’s to a room 
computer or video codec.

Use one MXA901 in small or 
medium-size rooms or use 
multiple MXA901’s to cover  
larger spaces.

Automatic gain control adjusts 
in-room talker levels so that 
everyone is heard clearly.

 

Add MXA-MUTE buttons for 
convenient audio muting from the 
table or use your room control 
system.

 

CONFERENCING CEILING ARRAY MICROPHONE

The Microflex Advance MXA901 Conferencing Ceiling Array Microphone is the most discreet approach to AV 
conferencing audio for meeting rooms.  Its compact and stylish 13.5-in diameter (34 cm) form factor complements any 
interior design without drawing attention.  With Single-Zone Automatic Coverage technology and advanced IntelliMix 
DSP, the MXA901 captures multiple talkers at once for more dynamic interaction without annoying echo or room 
noise.  One MXA901 can cover a small or medium-size room; multiple MXA901’s can be combined to cover larger 
spaces with the IntelliMix P300 audio processor or IntelliMix Room software.

A SLEEKER TAKE ON TECH.

CONFERENCING CEILING ARRAY MICROPHONE

AVAILABLE MODELS

MXA901AL-R Aluminum ceiling microphone with on-ceiling mount

MXA901B-R Black ceiling microphone with on-ceiling mount

MXA901W-R White ceiling microphone with on-ceiling mount

ACCESSORIES 

A901-R-GM Gripple Suspension Mount Kit Allows MXA901-R to be suspended using wire rope

A901-R-HCM Hard Ceiling Mount   Allows MXA901-R to be flush mounted in a drywall or hard 
ceiling

A901-R-PM Pole Mount Kit   Mounts MXA901-R to a threaded rod or NPT pole (not included)

A901-R-TB Tile Bridge    Mounts MXA901-R in a drop ceiling

FITS YOUR ROOM DESIGN

On-ceiling mounting bracket included; 
versatile options for in-ceiling, 
pole, rod, or suspension mounting 
available.

Choose from white, black, or 
aluminum finishes to match your 
color scheme.

MXA901 CONFERENCING CEILING ARRAY MICROPHONE



LINEAR ARRAY MICROPHONE

THE SLIM ALTERNATIVE 
WHERE SPACE IS LIMITED.  

LINEAR ARRAY MICROPHONE

MXA710 LINEAR ARRAY MICROPHONE

The MXA710’s sleek, linear form factor allows for placement virtually anywhere in a meeting space — on a ceiling or wall, 
around a display, or recessed into the table. Steerable CoverageTM technology allows pickup lobes to be easily adjusted  
to capture talkers around the room. Available in two lengths and three colors to suit different interior designs and mounting 
configurations. Onboard IntelliMix DSP provides all the signal processing needed for echo- and noise-free audio. 

COVERAGE WHERE YOU WANT IT SEAMLESS INTEGRATION FITS YOUR ROOM DESIGN

Steerable Coverage technology 
allows you to configure 4 or 8 pickup 
lobes that can be easily adjusted to 
capture talkers around the room. 

Onboard IntelliMix DSP with 
automatic mixing, echo cancellation, 
noise reduction, and automatic gain 
control provides a pristine audio mix. 

Sleek linear form factor allows for 
placement virtually anywhere — on 
the ceiling or wall, around a display, 
or recessed into the table. 

Programming-free LED mute sync 
with popular software codecs 
when connected to IntelliMix P300, 
IntelliMix Room or ANIUSB-MATRIX.

Choose white, black, or aluminum 
finish. Wall mounting bracket 
included; other mounting options 
available. 

AVAILABLE MODELS

MXA710-2FT  Linear Array Microphone, 2 foot / 60 cm (aluminum, black, white) MXA710-4FT Linear Array Microphone, 4 foot / 120 cm (aluminum, black, white) 

ACCESSORIES 

MXA-MUTE Network Mute Button Touch-sensitive mute button with programmable switch and LED can control one or multiple MXA microphones or DSP units 

A710-TB Tile Bridge Ceiling and Suspension Mount Kit Mounts MXA710 directly to ceiling tiles or suspended from ceiling grids; use one for MXA710-2FT or two for MXA710-4FT 

A710-FM Flush Mount Mounts MXA710 flush within a table, wall or hard ceiling surface 

A710-DS Desk Stand Mounts MXA710 to desk, credenza, or table 

A710-MSA Mic Stand Adapter Mounts MXA710 to any microphone stand in horizontal or vertical orientation 



PREMIUM SOUND WITHIN YOUR REACH.  

The MXA310 is the ideal solution when great sound needs to be close at hand. Steerable 
CoverageTM technology allows up to four separate polar patterns to be easily adjusted to capture 
multiple talkers around the table. A unique toroid polar pattern rejects overhead noise while 
picking up talkers all around the table. Built-in Shure DSP utilities optimize voice quality, 
integrated mute buttons place controls within easy reach. 

MXA310 TABLE ARRAY MICROPHONE

TABLE ARRAY MICROPHONE TABLE ARRAY MICROPHONE

COVERAGE WHERE  
YOU WANT IT

NATURAL SOUND FITS YOUR ROOM DESIGN

Steerable Coverage tech-
nology allows you to configure 
4 polar patterns to capture 
talkers around the table. 

Integrated automix output 
improves clarity by activating 
only mics being addressed. 

Programmable touch-
sensitive mute buttons can 
control one mic, all mics, or 
external devices. 

Unique toroid pattern picks 
up a 360-degree circle but 
rejects sound from overhead 
noise.

Per-channel parametric 
EQ reduces noise pickup in 
rooms with poor acoustics.

Discreet design with side or 
bottom cable exit installs on 
top of table or flush-mounted.

AVAILABLE MODELS

MXA310AL    Table Array Microphone (aluminum)

MXA310B Table Array Microphone (black)

MXA310W Table Array Microphone (white)

ACCESSORIES

A310-FM Flush Mount



CONQUER COMPLEXITY AND SCALE.
 
Control & monitor a wide variety of features and parameters for Shure devices – whether on 
premises or remotely. Open architecture allows integration with 3rd party devices and platforms to 
enable comprehensive and customizable system management.

RESTFUL API

Highly scalable and interactive with other control and monitoring systems that are 
already in use across enterprise applications. 

STREAMLINED SET-UP

Ease & speed of install enables savings on deployment efforts, time on-premises, and 
resources.

ENHANCED NETWORK SECURITY

Features including HTTPS, 802.1x, and SRP ensure robust network security protocols 
across an enterprise. 

DESIGNER SYSTEM CONFIGURATION SOFTWARE

SOFTWARE

ENABLE NEXT GENERATION AUDIO.
 
Design, deploy and commission installations consisting of Microflex® Ecosystem components with 
this free software. Save time, improve efficiency, and share room configurations seamlessly. 

 

INTUITIVE WORKFLOW

Designer 6 allows online and offline design, routing, configuration, and push to online 
devices, all in one tool. 

SEE CLEARLY

An improved view of audio routing and coverage areas provides complete system 
awareness.
 
PASS IT ON

Simplified file management and Windows and Mac OS compatibility make it easy to 
save and share room configurations.

 
CONFIDENT CONNECTIONS 

802.1x  protocol and additional features support enhanced network security. 

SOFTWARE

SYSTEM API



INTEGRATION INTEGRATION

In-Room Windows 10 PC
With IntelliMix Room App  

and Conferencing Software

Camera, Display,  
and Loudspeakers

MXA Microphones 

Windows is a registered trademark of Microsoft
 

BETTER TOGETHER.
Shure networked audio interfaces, processors,  
and software integrate with Microflex Advance microphones  
to provide a powerful conferencing solution  
that works with your favorite hardware  
or software collaboration platform.

1 MXA Microphone
 + 

Room PC or 
Hardware Codec

Multiple MXA Microphones
 + 

Room PC or 
Hardware Codec

Multiple MXA Microphones
 + 

Windows 10/11 Room PC

Use ANIUSB-MATRIX 
Audio Network Interface

The ANIUSB-MATRIX connects the output of a 
Microflex Advance microphone to a room computer 
via USB or to a hardware video codec via Dante or 
analog I/O.  The built-in matrix mixer allows you to 

route additional audio sources to any output.

Use IntelliMix P300 
Audio Conferencing Processor

The P300 connects the automix outputs from multiple 
MXA microphones to a room computer via USB or to a 
hardware video codec via Dante or analog I/O.  Built-
in IntelliMix DSP selects the best microphone for each 
talker and applies acoustic echo cancellation and noise 

reduction for a pristine audio mix.

Use IntelliMixRoom 
Audio Processing Software

IntelliMix Room puts IntelliMix DSP on the same Windows 10 device that runs your 
collaboration application or software codec.  It accommodates multiple MXA microphones 

and provides automatic mixing, echo cancellation, noise reduction with Denoiser, and 
more for each individual microphone channel. 



MXA NETWORK MUTE BUTTON
The MXA Network Mute Button is a conf igurable  
PoE-powered mute button accessory designed for 
Shure networked audio products, including Microflex®  
Advance™ Array Microphones as well as the 
IntelliMix® P300 and IntelliMix Room DSPs, and 
ANIUSB-MATRIX. One or many of the low-profile  
touch sensitive mute buttons can be configured to 
mute one or multiple microphones, depending  
on user needs or room configurations.

INTEGRATION INTEGRATION

Features
•	 Designer System Conf iguration software for easy setup and conf iguration

•	 PoE powered

•	 Compatible with third party control systems via programmable control strings

•	 LED status ring with confi gurable colors and brightness

•	 Configurable as toggle, push to talk and push to mute functionality

•	 IP1X rated

•	 Easy table installation in 1” (25mm) or 7/8” (22mm) holes

MXN5W-C NETWORKED CEILING LOUDSPEAKER 
The MXN5W-C Networked Ceiling Loudspeaker provides high-quality speech 
reproduction for AV conferencing applications without the need for a separate 
amplifier or an outboard DSP.  The PoE-powered MXN5 is the ideal loudspeaker 
solution when used as part of a Shure networked conferencing audio system. 
Combined with Microflex Advance Array Microphones and IntelliMix® DSP, the 
full Shure networked systems ecosystem delivers premium audio performance 
with unmatched ease of deployment, with the added confidence of Shure Audio 
Encryption and Dante Domain Manager compatibility.



APPLICATIONSAPPLICATIONS

APPLICATION FLEXIBILITY
 
Match single or multiple arrays to the AV conferencing  
needs of rooms of any size, configuration or activity:  
formal presentations, intimate discussions, distance  
learning or collaborative work.

Small Rectangular Table 
1 Table Array

Profile
6 Chairs 
1 Rectangular Table 

1 Bi-Directional Pattern
2 Cardioid Patterns

Medium Round Table 
1 Table Array

Profile
9 Chairs
1 Round Table 

1 Toroid Pattern
	

Rectangular Table 
1 Table Array

Profile
7 Chairs
1 Rectangular Table 

1 Supercardioid Pattern
2 Cardioid Patterns

Square Table 
1 Table Array

Profile
8 Chairs
1 Square Table 

4 Supercardioid Patterns

TABLE ARRAY COVERAGE MAPS

Small Rectangular Table 
MXA710-2FT
Coverage Distance: Up to 16 ft
Channels used: 3 of 4
Mic Coverage: Default

Horizontal Wall Installation

Profile
9 Chairs 
1 Rectangular Table 

LINEAR ARRAY COVERAGE MAPS

Large Rectangular Table 
MXA710-4FT
Coverage Distance: Up to 20 ft
Channels used: 5 of 8
Mic Coverage: Custom/Optimized

Horizontal Wall Installation

Profile
13 Chairs 
1 Rectangular Table 



APPLICATIONS

Medium Conference Room
1 MXA902 Ceiling Array

Profile
10 Chairs
1 Rectangular Table 

1 Coverage Area

Small Conference Room
1 MXA902 Ceiling Array

Profile
6 Chairs
1 Square Table 

1 Coverage Area

MXA902 INTEGRATED CONFERENCING CEILING ARRAY COVERAGE MAPS

APPLICATIONS

Videoconference Room
1 MXA920 Ceiling Array

Profile
21 Chairs 
3 Rectangular Tables 

3 Coverage Areas
	
	

Medium Conference Room
1 MXA920 Ceiling Array

Profile
14 Chairs
1 Rectangular Table 

1 Coverage Area

Large Conference Room
2 MXA920 Ceiling Arrays

Profile
28 Chairs
1 Rectangular Table 

2 Coverage Areas

Classroom / Presentation Room
1 MXA920 Ceiling Array

Profile
16 Chairs 
4 Rectangular Tables 

5 Coverage Areas
	
	

�* Coverage Capabilities
Installed at a height of 3 meters (ten feet),  
Ceiling Arrays capture audio from seated  
participants to a recommended area of  
9 meters (30 feet) in diameter, meeting the STIPA “A” 
intelligibility rating.
 
** Note: 
Ceiling Arrays are capable of picking up participants 
beyond 9 meters (30 feet). 
 
** Room conditions: 
RT60 (reverb time)  
  = 500 ms @ 1kHz, weighted room noise  
  = 40dBSPL(A). IEC-602682-16.

MXA920 CEILING ARRAY COVERAGE MAPS *MXA901 CEILING ARRAY MICROPHONE COVERAGE MAPS

Large Conference Room
2 MXA901 Ceiling Array Microphones

Profile
28 Chairs
1 Rectangular Table 

2 Coverage Areas

Small Conference Room
1 MXA901 Ceiling Array Microphone

Profile
6 Chairs
1 Square Table 

1 Coverage Area



Cable management solutions for on-the-table or through-the-table applications; 
includes mounting tube/wingnut.

MXA310 retrofits existing Shure table mounted MX395, MX396, MX392 
boundary microphones.

TABLE ARRAY MOUNTING KIT (INCLUDED)
Allows MXA310 Table Array to be mounted flush in the table; includes 
rubber isolation to prevent mechanical vibrations. 

Available in black and aluminum finishes; paintable to match table surface.

INSTALLATION

SUSPENSION MOUNT

INSTALLATION

FLUSH MOUNT KIT WITH A710-DS DESKTOP STAND

BELOW DISPLAY WITH THIRD-PARTY MOUNT

MXA710 LINEAR ARRAY MOUNTING OPTIONS

MXA310 TABLE ARRAY MOUNTING OPTIONS CEILING ARRAY MOUNTING OPTIONS
A variety of mounting accessories are available to suit different ceiling types.

CEILING GRID

SUSPENSION MOUNT

HARD CEILING MOUNT

POLE MOUNTTHREADED ROD MOUNT

ON CEILING MOUNT
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OVERVIEW
The Shure Microflex MXN5-C Networked Ceiling Loudspeaker provides high-quality speech reproduction for AV
conferencing applications. With a low profile design optimized for easy installation in drop ceiling configurations, the MXN5 
integrates seamlessly with other Shure networked PoE-enabled audio devices using the Dante audio networking protocol.

FEATURES
•	 Software-based configuration and control  
•	 Design and deploy every device in your audio chain with Shure Designer System Configuration software  
•	 SystemOn Audio Asset Management software for remote management and troubleshooting   
•	 Shure Audio Encryption  
•	 Dante Domain Manager compatible
•	 AES67 compatible

LOUDSPEAKER TECHNICAL ELEMENTS
•	 Pre-tuned frequency response optimized for voice intelligibility in AV Conferencing applications 
•	 Low-profile, shallow-can design compatible with most drop ceiling installations
•	 2-way driver system with 5.25 in (13.3 cm) woofer
•	 PoE/PoE+ enabled, eliminating the need for an outboard amplifier  
•	 Integrated Shure DSP Utilities: EQ, delay, limiter, and signal/tone generator  
•	 2 Dante inputs and 1 Dante output  

CLEAN DESIGN ELEMENTS
•	 Aesthetic design subtly blends into drop ceiling environments  
•	 Removable magnetic and paintable grille seamlessly covers the entire loudspeaker
•	 Removable magnetic Shure logo
•	 UL 2043 plenum rated
•	 Tile bridge or New Construction Bracket accessories for quick and easy mounting

MXN5W-C NETWORKED LOUDSPEAKER

MXN5W-C 
Microflex™ Networked Loudspeaker

AVAILABLE PARTS & ACCESSORIES
MXN5W-C Loudspeaker

RPMXN5-C Cover plate and flexible conduit clamp (included)

RPMXN5-G Magnetic grille with removable Shure logo (included)

A-MXN5-TB Tile bridge (optional)

A-MXN5-NCB New Construction Bracket (optional)

Soft bundle SKU MXN5W-C+TB-V Includes MXN5W-C and A-MXN5-TB

MICROFLEXTM

2-way Driver
5.25" woofer

Dante is a registered trademark of Audinate

SPECIFICATIONS (subject to change)  All specifications are within ± 3 dB unless otherwise noted.

LOUDSPEAKER DETAILS

Connector Type RJ45

Power Requirements Power over Ethernet (PoE Class 0) or PoE Plus (Class 4)

Weight 6.5 lbs (2.95 kg)

Product Dimensions 12 x 12 x 4 in. (304.8 x 304.8 x 101.6 mm) H x W x D

Control Software Shure Designer

Plenum Rating UL 2043 (Suitable for Air Handling Spaces)

Operating Temperature Range −6.7°C (20°F) to 40°C (104°F)

Storage Temperature Range −29°C (20°F) to 74°C (165°F)

Frequency Response (-3 dB) 120 Hz to 20 kHz

Digital Signal Processing Delay, Limiter, Signal Generator, Equalizer (4-band Parametric) 

Latency 1.5 ms (Not including Dante latency)

POWER CONSUMPTION

Power over Ethernet (PoE) 12 W maximum (11 W typical)

PoE Plus 24 W maximum (23 W typical)

MAXIMUM OUTPUT LEVEL COVERAGE ANGLE

Power over Ethernet (PoE) @ 1 meter 92 dB SPL -6 dB at 2 kHz 180 degrees

PoE Plus @ 1 meter 98 dB SPL                                -6 dB at 10 kHz 107 degrees

Data subject to change without notice in interest of product improvements.
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